
Significantly reduce noise levels while protecting your blower from 
water, dirt, and other environmental factors during washdown. 
Blower installation is simplified, and maintenance is facilitated  

by easy access doors on two sides.

BLOWER 
ENCLOSURES

 Protects in harsh, corrosive, and wet environments

	 Significant	sound	abatement

	 Simplifies	blower	installation	and	maintenance

	 Maintains	lower	blower	temperatures	for	
optimum	performance

	 Significantly	reduces	noise	levels

	 Protect	blower	from	dirt,	water,	corrosivity,	and	
more

	 Optimizes	blower	temperature	&	performance

DURABLE AND 
FUNCTIONAL

Designed	for	durability	and	easy	maintenance	
and	installation,	Paxton’s	washdown-duty	
acoustical	blower	enclosures	protect	the	

blower	from	harsh	environments.	The	rugged	
polypropylene	enclosure	reduces	sound	levels	
to within OSHA standards, and the design has 
no	crevices	that	hold	in	moisture	–	significantly	
reducing	the	potential	for	bacteria	growth.

Small Footprint 
Enclosure

PX-Series Enclosure

Welded 
Polypropylene 

Enclosure

304 Stainless  
Steel Base

Clear, Oversized 
Lexan Doors for 
Easy Servicing



10125	Carver	Rd.	Cincinnati,	OH	45242
sales@paxtonproducts.com
Phone/Fax:	513.891.7475
Toll	Free:	800.441.7475	
www.paxtonproducts.com

FEATURES

Industry-Leading 3-Year 
Warranty on all Paxton PX-Series 

Centrifugal Blowers

PX-200

PX-300

PX-500

PX-750

PX-1000  

PX-1500

PX-1550

PX-2000

Polypropylene	Cabinet

Top	Discharge

Bottom Discharge

Side Discharge

3” Discharge

4”	Discharge

Clear Access Doors

Motor Wiring Access Door

Positive Seal, Fast-Lock Fasteners

304	Stainless	Steel	Full-Weld 
Construction	Base

Washable	Aluminum	Pre-Filter

Height
in. 30 52 34.125 49.125

mm. 762 1320.8 866.8 1247.8

Width
in. 30.5 22 40 40

mm. 774.7 558.8 1016 1016

Depth
in. 20.5 30 35 35

mm. 520.7 762 889 889

	 PX-Series	blower	enclosures	include	removable,	reusable,	
and	washable	mesh	pre-filters	that	trap	larger	airborne	
particulates,	extending	the	service	life	of	the	blower	inlet	
filter

	 Strong,	polypropylene	enclosure	that	withstands	harsh,	
wet and corrosive environments

	 Durable	304	Stainless	Steel	Base

	 Available	in	9’’	and	24’’	high	base	models

	 Oversized,	clear	Lexan	access	doors	for	easy	servicing:	no	
need	to	disturb	ducting	to	inspect	or	service	the	blower

	 Half-turn,	fast-lock	access	door	fasteners

	 Shipped	with	blower	pre-mounted	to	allow	for	quick,	
turnkey	installation

	 Designed	for	movement	 
and	placement	by	 
fork	lift

	 Swivel	Style	(adjustable)	 
leveling	feet	with	 
anchoring holes

	 O-ring	sealed	sanitary	 
discharge pipe,  
3	or	4	inches

 No crevices to hold  
moisture

Small Footprint Enclosure 

Model #8401720 

PX-Series Enclosure  

Model #8401140Enclosure Type & Dimensions 

PowerDry Enclosure 

Model #8401680

Low Profile Base Enclosure,  

PX-Series Model #8401149

PowerDry Enclosure

Scan this QR Code to 
Learn More About 
Blower Enclosures

PX-1500 Polypropylene Enclosure With Port PX-300 Small Footprint Enclosure
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